
✓ Made in Korea

✓ Very Low Current Draw

✓ No Radio Interference

✓ Very Small Footprint

✓ Light Weight Design

✓ Vibration Proof

Introduces

5 Year Warranty
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• 1 x 10 Watt High Power Cree LED’s 
• Mixed Beam Projection with Optic Lens & Reflector
• Electrically protected against EMI/EMC interference 
• Operating Voltage: 9-36V 
• Die-Cast Aluminum Housing 
• Stainless Steel Fixings
• Unbreakable Polycarbonate Lens 
• Remote Weather Proof Deutsch Connector 
• Current Draw: 0.58A @12V DC / 0.3A @24V DC
• Life Span: ±50,000Hours
• Lumens: 900
• Operating Temperature: -40°C to +50°C
• Dimensions: 58 x 58 x 64mm
• Weight: 310g
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• 2 x 10 Watt High Power Cree LED’s 
• Mixed Beam Projection with Optic Lens & Reflector
• Electrically protected against EMI/EMC interference 
• Operating Voltage: 9-36V  
• Die-Cast Aluminum Housing 
• Stainless Steel Fixings
• Unbreakable Polycarbonate Lens 
• Remote Weather Proof Deutsch Connector 
• Current Draw: 0.97A @12V DC / 0.5A @24VDC
• Life Span: ±50,000Hours
• Lumens: 1800
• Operating Temperature: -40°C to +50°C
• Dimensions: 104 x 65 x 66mm
• Weight: 640g

66mm
SIRIUS RAY 20 Watt Work Lights
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Part No. Beam
Type

Beam
Pattern Colour

LV0171 Flood 40° Black
LV0171S Spot 15° Black
LV0171W Flood 40° White

Part No. Beam
Type

Beam
Pattern Colour

LV0170 Flood 40° Black
LV0170S Spot 15° Black
LV0170W Flood 40° White

SIRIUS RAY 10 Watt Work Lights

Copyright©2013. Low Voltage Pty Ltd. All Rights Reserved
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• 4 x 5 Watt High Power Cree LED’s 
• Mixed Beam Projection with Optic Lens & Reflector
• Electrically protected against EMI/EMC interference 
• Operating Voltage: 9-36V  
• Die-Cast Aluminum Housing 
• Stainless Steel Fixings
• Unbreakable Polycarbonate Lens 
• Remote Weather Proof Deutsch Connector 
• Current Draw: 0.82A @12V DC / 0.41A @24V DC
• Life Span: ±50,000Hours
• Lumens: 1840
• Operating Temperature: -40°C to +50°C
• Dimensions: 72 x 72 x 62mm
• Weight: 500g

62mm
SIRIUS RAY 20 Watt Work Lights
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• 4 x 10 Watt High Power Cree LED’s 
• Mixed Beam Projection with Optic Lens & Reflector
• Electrically protected against EMI/EMC interference 
• Operating Voltage: 9-36V  
• Die-Cast Aluminum Housing 
• Stainless Steel Fixings
• Unbreakable Polycarbonate Lens 
• Remote Weather Proof Deutsch Connector 
• Current Draw: 1.38A @12V DC / 0.72A @24VDC
• Life Span: ±50,000Hours
• Lumens: 3600
• Operating Temperature: -40°C to +50°C
• Dimensions: 82 x 82 x 55mm
• Weight: 835g

55mm
SIRIUS RAY 40 Watt Work Lights
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Part No. Beam
Type

Beam
Pattern Colour

LV0173 Flood 40° Black
LV0173S Spot 15° Black
LV0173W Flood 40° White

Part No. Beam
Type

Beam
Pattern Colour

LV0172 Flood 40° Black
LV0172S Spot 10° Black
LV0172W Flood 40° White
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• 10 Watt High Power Cree LED’s 
• Mixed Beam Projection with Optic Lens & Reflector
• Electrically protected against EMI/EMC interference 
• Operating Voltage: 9-36V 
• Die-Cast Aluminum Housing 
• Stainless Steel Fixings
• Unbreakable Polycarbonate Lens 
• Remote Weather Proof Deutsch Connector 
• Life Span: ±50,000Hours
• Lumens: 3600-18000
• Operating Temperature: -40°C to +50°C

SIRIUS RAY 40-200 Watt Light Bars
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Part No. No of
LED’s

Beam
Type

Beam
Pattern Colour Power Lumens Current Draw

12V / 24V
Dimensions

(mm) Weight

LV0174 4 Flood 40° Black 40 Watt 3600 1.8 Amp 195 x 59 x 93 1.2kg

LV0174S 4 Spot 15° Black 40 Watt 3600 1.8 Amp 195 x 59 x 93 1.2kg

LV0174W 4 Flood 40° White 40 Watt 3600 1.8 Amp 195 x 59 x 93 1.2kg

LV0175 6 Flood 40° Black 60 Watt 5400 2.7 Amp 275 x 59 x 93 1.7kg

LV0175S 6 Spot 15° Black 60 Watt 5400 2.7 Amp 275 x 59 x 93 1.7kg

LV0176 8 Flood 40° Black 80 Watt 7200 3.6 Amp 355 x 59 x 93 2.17kg

LV0176S 8 Spot 15° Black 80 Watt 7200 3.6 Amp 355 x 59 x 93 2.17kg

LV0176W 8 Flood 40° White 80 Watt 7200 3.6 Amp 355 x 59 x 93 2.17kg

LV0177 12 Flood 40° Black 120 Watt 10800 4.5 Amp 515 x 59 x 93 3.11kg

LV0177C 12 Combi Mixed Black 120 Watt 10800 4.5 Amp 515 x 59 x 93 3.11kg

LV0177S 12 Spot 15° Black 120 Watt 10800 4.5 Amp 515 x 59 x 93 3.11kg

LV0178 20 Flood 40° Black 200 Watt 18000 8.0 Amp 835 x 59 x 93 4.99kg

LV0178S 20 Spot 15° Black 200 Watt 18000 8.0 Amp 835 x 59 x 93 4.99kg
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4 LED

6 LED

8 LED

12 LED

20 LED


